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TRAFFIC SIGNAL'LEGEND e ,i! § ; ‘
PROPOSED  EXISTING SR : : k
CONTROLLER = 3 = JEIE ] N ; 1 ey :
SERVICE INSTALLATION ] jus! ) i : e
SIGNAL - HEAD: N T S } . i ¢ :
SHSNAL HEAD “WITH BACKPLATE S A D B 1-5 : : v
SIGNAL HEAD; PEOESTRIAN s -4 -0 : L .’ ;&j;” . - :
SIGNAL POST ° o E . E £
MAST ARM. ASSEMBLY 'AND. POLE, - STEEL o~ o—r- i §
MAST ‘8RM  ASSEMBLY AND ‘POLE, ALUMINUM — oo ; 5 1 - .
" COMBINATION. 'AST -ARM: ASSEMBLY AND. POLE i : I s ,
i STEEL WITH. LUMINAIRE . ; - Ot &) g A 0 200 40 80 80 :
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UNIT DUCT up ‘*;{J; . e PREEN O ) %
COMMON . TRENCH CoeT ey g LG S i i SCALE: 1"=20 i | )
HANDHOLE N N i ; M :
HEAVY ' DUTY HANDHOLE | [ % ; § {
DOUBLE “‘HANDHOLE N [ o B4 : {
GS: CONDUIT IN GROUND e — % £ : i ‘
PEDESTRIAN: PUSHBUTTON DETECTOR ® é | pgt !
DETECTOR LOGP HE R S| R { i
CAST-IRON JUNCTION- BOX o) 5 4 i
EMERGENCY VEHICLE SYSTEM DETECTOR .’
CONFIRMATION BEACON - % THE FOLLOWING MEMS SHALL BE REMOVED BY THE CONTRACTOR
AND SHALL BE DISPOSED OF BY THEM OUTSIDE THE
SIGNAL HEAD OPTICALLY PROGRAMMED — RIGHT—OF—WAY AT THEIR EXPENSE. THE SALVAGE VALUE OF
CONDUIT SPLICE -—o== THE REMOVED EQUIPMENT SHALL BE REFLECTED IN THE
WOOD POLE ® CONTRACTR BID PRICE:
RACEWAY FOR MAGNETIC DETECTOR, TYPE | OR TYPE i — TRAFFIC SIGNAL POST, 16 FT EACH 1
VEHICLE DETECTOR, NON COMPENSATED MAGNETIC :rpz - NOTES CONTROLLER CABINET, COMPLETE EACH 1
' i % 1. THIS PLAN IS FOR THE PURPOSE OF INSTALLING
RAILROAD CONTROL. CABINET > EMERGENCY VEHICLE PREEMPTION EQUIPMENT AS SHOWN PER
TELEPHONE CONNECTION PLAN INDICATED IN THE SCHEDULE OF QUANTITIES. ALL OTHER
EQUIPMENT SHOWN SHAIL BE DISREGARDED.
ILLUMINATED SIGN, FIBER OPTIC "NO LEFT TURN”
2, EXISTING SIGNAL POST SHALL BE REPLACED WITH NEW 18-FOOT SIGNAL
POST ON EXISTING FOUNDATION. RELOCATION OF ANY EXISTING SIGNAL
HEADS, PEDESTRIAN SIGNAL HEADS OR PEDESTRIAN PUSHBUTTONS SHALL CITY OF CALUMET CITY
LOCATION NO. 30

BE PAID FOR SEPERATELY. RELOCATION OF ANY SIGNS BRACKETED TO THE
POST SHALL BE INCIDENTAL, THE LIGHT DETECTOR SHALL BE BRACKET
MOUNTED TO THE TOP OF THE NEW POST. THE SALVAGE VALUE OF THE
EXISTING POST SHALL BE INCLUDED IN THE PRICE OF THE PAY ITEM.
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ILLUMINATED SIGN, FIBER OPTIC "NO RIGHT TURN®

% PLANS MODIFIED BY ILLINOtS DEPARTMENT OF TRANSPORTATION

“TRAFFIC SIGNAL POST, GALVANIZED STEEL, 18 FT™.
ROBINSON ENGINEERING, LTD
CREVISIONS | PROPOSED EMERGENCY VEHICLE PREEMPTION
# [ open eV rEewFTOR 01088 RIVER OAKS DRIVE & ARTHUR STREET
THE TRAFFIC SIGNAL CONTROLLER CABINET EQUIPMENT FOR THE ADDED 1&' SIGNAL POST
INTERSECTION SHALL BE ECONOLITE TO MATCH EXISTING OR ADJACENT ADDED NEW CONTROLLER
SYSTEM.
 VERT.
SCALE: HORIZ. DRAWN BY
DATE CHECKED BY
ROBINSON ENGINEERING, L.TD.
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